Technische Angaben / Technical Data:
Werkstoffe / Materials:

communication of its contents to others without explicid authorization is prohibited.
ALL rights reserved in the event of the grant of a patent, utility model or design patent.

The reproduction, distribution and utilization of this drawing as well as the
Offenders will be held liable for the payment of demages.

m

il

Nitteilung des Inhalts sind verboten, soweit nicht ausdruecklich gestattet.

Zuwiderhandlung verpflichtet zu Schadenersatz. Alle Rechte fuer den Fall
der Patent-, Gebrauchsmuster- oder Geschmacksmustereintragung vorbehalten.

Weitergabe sowie Vervielfaeltigung dieser Zeichnung, Verwertung und

o .
= Bottom-Side
bl . . Leiterplatte / PCB : FR4 1.6 £0.16
+ Chem NiAu / ENIG NiAu (13x) P /
NG 1.6 4.5 +0.15
- Oberflaeche Loetpads : chem. NiAu (Ni 3-6um, Au min. 0.05um)
N Endfinishing solder pads ENIG NiAu
© \E -B=- - - Antenne / Antenna : FLRY-0.35-B gr/gy
5 - | |
i Temperaturbereich : -40°C bis/to +85°C
7o) -} oog O =4 Temperature rating
S o} - —- :
R = -1 o =< Frequenz/Frequency . 868.3MHz
~ = .
< 5 o Schutzart / Protection  : Beruehrschutz/
Lo A contact protection
NE— ] o)
< Zul
15.24 0.1 S u-assing '
Q Approbation C€
0
2.53 x45 1.9 .
Funk: EN 300 220 (Empfaenger/Receiver)
26 0.1 EMV: EN 60669-2-1
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' N @ Tolerierung nach / tolerancing according to DIN ISO 8015 . R
@® Allgemeintoleranzen nach / general tolerances according to DIN IS0 2768 - m % ES:EEE::;Z:?{Q:?Z ; ﬂgS?EZydéEZ:;izristms)
@© Kunststoffteile nach / plastic parts according to DIN 16742 - ... C—>  CPK-llerknal | SC (significant characteristics)
(© Elastomerteile nach / elastomer parts according to DIN 7715 (A) DbA-Merkmal / CC (critical characteristics)
(© Form- u. Lagetoleranzen nach / geometrical tolerances according to DIN ISO 1101
s . Die Unterscheidung der vorgenannten Masze ist allein technisch bedingt.
Masze in Willineter. Fehlende Wasze sind dem 3D-Nodell 2u entnehmen. samtliche Maszangaben sind im Sinne einer Beschaffenheitsgarantie in
Schnitte und Einzelheiten nur mit relevanten Koerperkanten dargestellt. gleicher Weise verbindlich.
Dimensions in millimeters. Missing dimensions have been taken from the 3D-CAD-Model. The differention of the aforementioned dimensions is only dermined by
Sections and details may not show all outlines. technical items. In the sense of a condition warranty all dimensions
Werkstoff, Abmessung / material, dimension are binding in the same manner.
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